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(57) ABSTRACT

A method is provided for operating a driver assistance system
of a vehicle, including the following steps:
formation of video data that correspond to an object in a
surrounding environment of a vehicle,
formation of at least one motion parameter of the object
relative to the vehicle, based on the video data, and
standardized to a distance between the vehicle and the
object,
calculation of a collision-related threshold value based on
the standardized motion parameter,
the driver assistance system carrying out an action as a
function of a comparison between the threshold value
and a collision-related parameter.
A driver assistance system, a vehicle, and a computer pro-
gram are also provided.
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1
METHOD FOR OPERATING A DRIVER
ASSISTANCE SYSTEM OF A VEHICLE

FIELD OF THE INVENTION

The present invention relates to a method for operating a
driver assistance system of a vehicle. The present invention
further relates to a driver assistance system for a vehicle, to a
vehicle, and to a computer program.

BACKGROUND INFORMATION

From FEuropean Patent No. 1 741 079, a method is known
for estimating a time until a collision of a vehicle with an
object. Here, a multiplicity of images of the object are
recorded at known time intervals. A time until the collision is
then determined solely from the information derived from the
images and from the time intervals, the determination of the
time until the collision being based on a relative velocity and
a relative acceleration between the vehicle and the object.

SUMMARY

An object of the present invention can be regarded as the
provision of an improved method for operating a driver assis-
tance system of a vehicle.

The object of the present invention can also be regarded as
the indication of a corresponding driver assistance system for
a vehicle.

The object of the present invention can also be regarded as
the indication of a corresponding vehicle.

In addition, the object of the present invention can be
regarded as the provision of a corresponding computer pro-
gram.

According to an aspect of the present invention, a method
is provided for operating a driver assistance system of a
vehicle. Here, video data are formed that correspond to an
object in the surrounding environment of the vehicle. Based
on the video data, at least one motion parameter of the object
relative to the vehicle is formed, the motion parameter being
standardized to a distance between the vehicle and the object.
Subsequently, based on the standardized motion parameter, a
collision-related threshold value is calculated. The driver
assistance system then carries out an action as a function of a
comparison between the threshold value and a collision-re-
lated parameter.

According to a further aspect of the present invention, a
driver assistance system for a vehicle is provided. The driver
assistance system includes an acquisition device for forming
video data that correspond to an object in a surrounding
environment of the vehicle. The driver assistance system fur-
ther includes a data processing device for forming at least one
motion parameter of the object relative to the vehicle, based
on the video data, and standardized to a distance between the
vehicle and the object. The data processing device is in addi-
tion fashioned to calculate a collision-related threshold value
based on the standardized motion parameter. In addition, a
control device is provided for carrying out an action as a
function of a comparison between the threshold value and a
collision-related parameter.

According to a further aspect of the present invention, a
vehicle is provided that includes the driver assistance system.

According to another aspect of the present invention, a
computer program is provided that includes program code for
executing the method for operating a driver assistance system
of a vehicle when the computer program is executed in a
computer.
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The present invention thus includes in particular the idea of
calculating a collision-related threshold value based on the at
least one standardized motion parameter. The driver assis-
tance system uses this collision-related threshold value in
particular in order to decide whether an action is to be carried
out or not. For this purpose, in particular a comparison is
carried out between the threshold value and a collision-re-
lated parameter.

That is, in particular, the collision-related threshold value
is based on current real data, and to that extent is correspond-
ingly adapted to the respective situation. That is, in particular,
the driver assistance system does not use a single static
threshold value, valid for all possible traffic situations, to
make the decision whether an action is to be carried out or not;
rather, the situation-adapted threshold value is used for the
decision. In this way, critical situations can advantageously
be avoided. In particular, a probability of a collision between
the vehicle and the object can be reduced.

Preferably, a collision between the vehicle and the object
can advantageously be avoided.

According to a specific embodiment, it can be provided
that the driver assistance system includes a collision warning
system, or is such a system. In particular, the driver assistance
system is a system that makes a decision as to whether or not
it provides a driver assistance function, for example an inter-
vention in the guiding of the vehicle or a provision of a
warning signal, as a function of video data and of a corre-
sponding evaluation. The driver assistance system is based, so
speak, in particular on video data.

According to a specific embodiment, a plurality of stan-
dardized motion parameters can be provided. That is, in par-
ticular, a plurality of standardized motion parameters are
formed, the collision-related threshold value in particular
being calculated based on the plurality of standardized
motion parameters.

According to a specific embodiment, it can be provided
that a plurality of collision-related threshold values are cal-
culated. In particular, the action is then carried out as a func-
tion of a respective comparison between the threshold values
and collision-related parameters. In this way, an error toler-
ance is advantageously increased. In addition, in this way
vehicle safety is advantageously increased, to the extent that
a collision probability can be reduced. For example, the col-
lision can advantageously be completely avoided.

Preferably, in general the following threshold values can be
calculated:

1. Threshold values, such as a braking time and/or a time to
collision threshold value; these two threshold values can
also be designated collision-related threshold values.

2. Threshold values based on various input data formed by
sensors, such as radar sensors. Thus, for example a mutual
plausibility test of the threshold values, in particular of the
collision-related threshold values, can be carried out.

3. Threshold values based on various parameters, such as a
reaction time of the driver and/or a maximum possible
deceleration with which the vehicle can be braked. In this
way, for example various warning levels can be realized.
That is, in particular, as a function of the above-named
threshold values, warnings of a possible collision can take
place with different strengths.

That is, in particular, the longer a reaction time of a driver,
including a possible pre-warning time as an additional safety
buffer, and the smaller an assumed deceleration of the
vehicle, the earlier a warning is outputted or an intervention is
carried out in the vehicle guidance, and the lower is an inten-
sity level of an intervention or a warning.
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Preferably, as collision-related parameter a reaction time of
the driver, including the pre-warning time, can be used in the
following equations for the threshold values. The correspond-
ing comparison with the time to collision or braking time then
takes place based on this parameter. This case can in particu-
lar be designated warning level 1.

In particular, as collision-related parameter exclusively the
reaction time of the driver, i.e. without the pre-warning time,
can be used in the following equations for the threshold
values. The corresponding comparison with the time to col-
lision or braking time then takes place based on this param-
eter. This case can in particular be designated warning level 2.

In particular, in the following equations for the threshold
values the reaction time can be set to zero if the driver assis-
tance system is to intervene autonomously in the vehicle
guidance, because here it is not necessary to wait for a driver
reaction. This case can in particular be designated warning
level 3.

It can preferably be provided that the above-named three
warning levels are each calculated separately. That is, in
particular, based on the various parameters it is calculated
whether a driver assistance function is to be triggered or
provided, for example the outputting of a warning or inter-
vention in vehicle guidance. Depending on which of the three
warning levels that triggers a driver assistance function has
been calculated, this function is correspondingly triggered
with an intensity corresponding to the warning level. That is,
in particular, the respective intensity increases, beginning
with warning level 1 and increasing up to warning level 3.
That is, in particular, the warning intensity according to warn-
ing level 1 is less than the warning intensity of warning level
2, which in turn is less than the warning intensity of warning
level 3.

That is, in particular, different warning levels can be pro-
vided based on different parameters.

In the following embodiments, the following terms and
abbreviations may be used:

v,,;- relative velocity between the vehicle and the object. The
relative velocity is in particular equal to the velocity of the
object minus the velocity of the vehicle.

a,. . relative acceleration between the vehicle and the object.
The relative acceleration is in particular equal to the accel-
eration of the object minus the acceleration of the vehicle.

V: standardized relative velocity between the object and the
vehicle; can also be designated v, ...

a: standardized relative acceleration between the object and
the vehicle; can also be designated a,,,.,,.
In particular, the following holds:

d: distance or spacing between the vehicle and the object;

At;: time interval;

s,: scaling value that corresponds to a change in size of the
object from the video data over time interval At;; corre-
sponds in particular to the change in size of a ratio between
two object widths at different times.

0,: measurement error parameter of the scaling value;

TTC: time to collision, i.e. the time until collision of the
vehicle with the object;

TTC, e time to collision threshold value;

TTB: braking time, corresponding to a time duration from a
momentary time up to a time at which the vehicle has to be
braked with a specified deceleration, in particular a maxi-
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mum possible deceleration (a,,,,) or a comfortable decel-
eration (ag, ,,4,,,) inorder to prevent the collision. TTB is an
abbreviation of “time to brake.” The TTB is thus defined as
the time remaining until braking has to happen, with the
expected deceleration, in order to still prevent the collision.
The maximum possible deceleration is in particular a func-
tion of a design of the vehicle and/or the surrounding
environment of the vehicle, for example whether the road-
way is dry or wet.

a,.... the maximum possible deceleration with which the
vehicle can be braked (application parameter); instead of or
in addition to the maximum possible deceleration, in the
above and following statements it is also possible to use a
comfortable deceleration ag,,,,, Where in particular
AomporsGmar 10 this way, in particular decelerations that
are too strong for the driver and other vehicle occupants can
advantageously be avoided.

At,. .. a reaction time of a driver (application parameter).

reakt*
The reaction time can in particular be an expected or speci-
fied reaction time. The reaction time can preferably addi-
tionally contain a pre-warning time, so that a safety time is

advantageously calculated in.

Inthe following, ConstV designates a motion model that is
based on the assumption that the object is moving relative to
the vehicle with a constant relative velocity. In particular, the
assumption holds that the relative acceleration is equal to the
standardized relative acceleration, which is equal to zero.

Inthe following, ConstA designates a motion model that is
based on the assumption that the object is moving relative to
the vehicle with a constant relative acceleration.

According to a specific embodiment, it can be provided
that a standardized relative acceleration and a standardized
relative velocity are formed as standardized motion param-
eters. In particular, the parameter is a time to collision and the
threshold value is a time to collision threshold value, the time
to collision threshold value being calculated in particular
according to one of the following mathematical equations.

V+ 8- Alregis

TTCcmpett = Alyeais + —5 ,
max
2- (T - a)

if motion model ConstA holds.

TTCscweti = Alyeais +

if motion model ConstV holds, or the standardized relative
acceleration is not taken into account.

According to a further specific embodiment, it can be pro-
vided that a standardized relative acceleration and a standard-
ized relative velocity are formed as standardized motion
parameters. In particular, the parameter is a defined reaction
time of a driver and the threshold value is a braking time.
Here, the braking time corresponds to a time duration from a
momentary time up to a time by which the vehicle has to be
braked with a maximum possible deceleration (a,,,,) in order
to prevent the collision. The braking time is in particular
calculated using the following mathematical equation.
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TTB= - + -
a

(" - 2&)(1 - ﬂ]
a,

max

Q| =

if motion model ConstA holds.

if motion model ConstV holds, or the standardized relative
acceleration is not taken into account.

According to a further specific embodiment, it can be pro-
vided that a standardized relative acceleration and a standard-
ized relative velocity are formed as standardized motion
parameters, a time to collision and a defined reaction time of
a driver being used as parameters. Preferably, a time to colli-
sion threshold value and a braking time are then used as
associated threshold values. These threshold values can in
particular be calculated using the above-named equations.

According to a specific embodiment, it can be provided
that the collision-related parameters are calculated based on
the at least one standardized motion parameter, in particular
on the plurality of standardized motion parameters, in par-
ticular on the standardized relative acceleration and the stan-
dardized relative velocity.

Preferably, the TTC is calculated, depending on the valid
motion model, as follows:

TTCionsty = —

Vnorm

if motion model ConstV holds.

~Viorm £ N Vi = 2" rorm

anorm

TTCoonsin =

if motion model ConstA holds, or the standardized relative
acceleration is not taken into account.

According to a further specific embodiment, it can be pro-
vided that the at least one standardized motion parameter, in
particular the standardized relative velocity and the standard-
ized relative acceleration, are formed by estimation, by mea-
suring a scaling value or preferably a plurality of scaling
values from the video data, the scaling value corresponding to
a change in size of the object from the video data over a time
interval, a measurement error parameter of the scaling value
being determined and a Kalman filtering being carried out
immediately based on the measured scaling value, the time
interval, and the measurement error parameter, in order to
estimate the standardized motion parameter.

That is, in particular, the at least one standardized motion
parameter is estimated by using a Kalman filtering applied to
the video data. In the sense of the present invention, “imme-
diately” means in particular that the measured scaling value,
the time interval, and the measurement error parameter are
used directly for the Kalman filtering, i.e. are provided or sent
directly to a Kalman filter. In particular, possible intermediate
steps are not provided here. That is, in particular, the above-
named values are not first of all further processed in order to
form a corresponding intermediate value, this intermediate
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value only then being provided to the Kalman filter in order to
carry out a Kalman filtering based on this intermediate value.
That is, in particular, advantageously only one scaling value
has to be measured per time interval in order to use the
Kalman filtering to estimate the standardized motion param-
eter, i.e. in particular the standardized relative velocity and the
standardized relative acceleration. Here, in known methods
up to now it was necessary to measure a multiplicity of'scaling
values, these then being further processed for example using
a maximum likelihood estimator, and these further processed
values or data only then being provided to a Kalman filter.
Because, however, in this pre-processing step the maximum
likelihood estimator is dependent on working with a large
number—as a rule more than ten, and in particular more than
twenty—of scaling values, the corresponding computing
steps are time-intensive and very computing-intensive. Thus,
corresponding known methods of this sort are in particular
not suitable for real-time use.

However, using the above-named steps according to the
present invention with regard to the Kalman filtering, it is
advantageously possible to significantly reduce the comput-
ing outlay, which advantageously enables real-time use. That
is, in particular, corresponding threshold values can be
formed or calculated reliably in real time. A corresponding
reaction time on the part of the driver assistance system is thus
advantageously reduced, which can result in a further reduc-
tion of a collision probability.

The scaling value between the two time points t, t', having
temporal spacing At, can in particular be defined as follows:

w(t)
w(i—Ar)

B d(r— Ar)
d(n)

S(Ar) =

where s is the scaling value and w designates a two-dimen-
sional width of the object in the image, i.e. in the correspond-
ing video data.

Ina further specific embodiment, it can be provided that the
measurement error parameter corresponds to a standard
deviation o of a measurement noise, having normal distribu-
tion, of the scaling value. That is, in particular the measure-
ment error parameter corresponds to one standard deviation
of the expected measurement error of the scaling value.

According to a further specific embodiment, it can be pro-
vided that a further collision-related threshold value is calcu-
lated based on object data differing from the video data and
corresponding to the object in the environment around the
vehicle, in particular the action additionally being carried out
as a function of the further threshold value. Such object data
differing from the video data can for example be radar data
and/or ultrasound data and/or lidar (light detection and rang-
ing) data. The statements made above in connection with the
threshold value hold analogously for the further collision-
related threshold value. That is, in particular, corresponding
threshold values can also be calculated based on these object
data. Here, it can be provided in particular that these collision-
related further threshold values are calculated based on
motion parameters of the object relative to the vehicle, in
particular a relative velocity and a relative acceleration. That
is, for example from the object data, for example radar data,
lidar data, and/or ultrasound data, corresponding relative
velocities, relative accelerations, and/or distances are calcu-
lated. Based on these calculated values, the further collision-
related threshold value is then preferably calculated.

In particular based on radar data and/or ultrasound data
and/or lidar data, a distance between the object and the
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vehicle and a relative acceleration can be measured directly.
Based thereon, it can for example be provided that corre-
sponding threshold values are calculated, and based thereon it
is decided whether a driver assistance function is to be trig-
gered. The result of this calculation, i.e. whether the driver
assistance function is to be triggered or not, is compared to the
result relating to the provision of the driver assistance func-
tion based on the calculations based on the standardized
motion parameters calculated from the video data. Thus, two
decisions, based on different data and calculations, are com-
pared with one another, and a final decision as to whether the
driver assistance function is to be provided or not is in par-
ticular a function of this comparison.

Through the provision of a further collision-related thresh-
old value, calculated based on the object data differing from
the video data, the reliability of the system can advanta-
geously be significantly increased, in that a plausibility check
can be carried out on the basis of the two threshold values. If,
for example, one of the threshold values supplies values that
are not plausible, this threshold value can be rejected. For
example it can be provided that a new calculation is carried
out. In particular, it can be provided that a system check is
carried out.

According to a specific embodiment, it can be provided
that the object data and the video data are fused with one
another. In particular, it can be provided that the threshold
value and the further threshold value are fused with one
another. Such a fusion of data or threshold values can create
redundancy. This is advantageously helpful in particular in
safeguarding safety-relevant functions such as an automatic
emergency braking assistance system. Such a system is also
referred to as automatic emergency brake, or AEB.

According to a specific embodiment, it can be provided
thatas anaction at least one action is carried out that is chosen
from the following group of actions: provision of a warning
signal, and intervention in a vehicle guidance. In particular, a
plurality of actions, in particular the two above-named
actions, can be carried out.

The provision of a warning signal includes in particular the
provision of an audio warning signal and/or of a graphic
warning signal and/or of a haptic warning signal.

The intervention in a vehicle guidance includes in particu-
lar an intervention in a braking system of the vehicle in order
to brake the vehicle. The intervention in a vehicle guidance in
particular includes an intervention in the steering system in
order to steer the vehicle.

The controlling can for example control one or more actua-
tors of the vehicle. In particular, the controlling can control
one or more setting elements of the vehicle. That is, in par-
ticular the controlling can control corresponding vehicle sys-
tems such as a steering system, a braking system, and/or a
drive system. That is, in particular, the controlling can control
a warning signal provision device.

According to a specific embodiment, it can be provided
that an intensity and/or a frequency of the warning signal
is/are controlled as a function of the comparison. Thus, situ-
ations can be taken into account having different levels of
critical significance, in that an intensity of a warning signal
can be higher in one particular situation than in a different
situation. This is due to the consideration that as a rule not
every situation is equally critical.

According to a specific embodiment, it can be provided
that the acquisition device includes a front video camera
and/or a rear video camera. That is, in particular, in this way
it is advantageously possible to monitor a front region of the
vehicle and a rear region of the vehicle for possible objects
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with regard to a collision. That is, in particular, the method
can also be applied to video data of a rear video camera.

Video data in the sense of the present invention are in
particular formed using a video camera, for example a front
video camera or a rear video camera. The camera can for
example be fashioned as a mono camera or as a stereo camera.
Preferably, the camera is part of a multi-camera system, the
multi-camera system having a multiplicity of cameras.

Stereo video data of a stereo camera offer in particular the
possibility of calculating disparity maps, and thus distance
values. From these, similar to the case of sensors that measure
distance directly, such as radar, ultrasound, or lidar sensors,
the collision decision can then be made, i.e. a decision as to
whether a driver assistance function is to be provided or not.

It can preferably be provided that a corresponding mono
video algorithm is applied to the video image data of the two
cameras of a stereo camera. In this way, a diversified approach
is provided, and it is possible to plausibilize the stereo results,
or to mutually plausibilize the results from the individual
cameras.

According to a further specific embodiment, it can be pro-
vided that the intensity of the warning signal is controlled as
a function of the parameters that are used, and/or as a function
of threshold values, such as the specified deceleration or the
reaction time. In particular, this controlling can also be car-
ried out only as a function of one of the parameters used.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a flow diagram of a method for operating a
driver assistance system of the vehicle.

FIG. 2 shows a driver assistance system for a vehicle.

FIG. 3 shows a vehicle.

FIG. 4 shows a flow diagram of a further method for oper-
ating a driver assistance system of a vehicle.

DETAILED DESCRIPTION

In the following, identical reference characters may be
used for identical features.

FIG. 1 shows a flow diagram of a method of a driver
assistance system of a vehicle.

According to a step 101, video data are formed that corre-
spond to an object in the surrounding environment of the
vehicle. The video data are formed in particular using a
monocular video system. Preferably, the video data are
formed by a stereo or multi-camera system. A monocular
video system preferably includes a mono camera. Preferably,
it can be provided that the mono camera is fashioned as a front
camera of the vehicle. That is, in particular, the front camera
acquires a region in front of the vehicle and forms corre-
sponding video data. Preferably, it can be provided that the
mono camera is fashioned as a rear camera of the vehicle.
That is, in particular, the rear camera acquires a region behind
the vehicle and forms corresponding video data. In particular
it can be provided that the vehicle has both a rear camera and
a front camera.

According to a step 103, at least one motion parameter of
the object relative to the vehicle is formed based on the video
data, the motion parameter being standardized to a distance
between the vehicle and the object. The standardized motion
parameter can be for example a standardized relative accel-
eration and a standardized relative velocity, or only a stan-
dardized relative velocity. In particular, a plurality of stan-
dardized motion parameters can be formed, in particular a
standardized relative velocity and a standardized relative
acceleration.
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According to a step 105, a collision-related threshold value
is calculated based on the standardized motion parameter.
The collision-related threshold value can for example be a
time to collision threshold value or a braking time.

According to a step 107, an action is carried out by the
driver assistance system as a function of a comparison
between the threshold value and a collision-related param-
eter. That is, in particular, it is for example checked whether
the collision-related parameter is less than, greater than, less
than or equal to, greater than or equal to, or equal to the
collision-related threshold value. As a function of this check,
an action is then in particular carried out or not.

The action can be for example the provision of a warning
signal. In particular, the action can include an intervention in
a vehicle guidance. In particular, both the warning signal is
provided and intervention in the vehicle guidance also takes
place.

Thus, for example, it can be checked whether a time to
collision is less than a time to collision threshold value. If this
is the case, a warning signal is outputted, and/or an interven-
tion is made in a vehicle guidance. Thus, it can be for example
provided that, if it is determined that the braking time is less
than a defined reaction time of a driver, a warning signal is
then provided and/or an intervention is then made in a vehicle
guidance. In particular, it can be provided that the collision-
related parameter is calculated based on the at least one stan-
dardized motion parameter.

Given different parameterizations of At,_,,, and a . and
associated calculations of TTC,,,,.; and/or TTB, with sub-
sequent comparison, different warning levels can be realized.

That is, in particular, warning takes place with a higher
intensity if a traffic situation is more critical in comparison to
a less critical traffic situation, in which a warning takes place
correspondingly with a lower intensity. The thresholds at
which a warning intensity changes are in particular calculated
as a function of the above-named threshold values and/or the
above-named parameters.

FIG. 2 shows a driver assistance system 201 for a vehicle
(not shown).

Driver assistance system 201 includes an acquisition
device 203 for forming video data corresponding to an object
in the surrounding environment of a vehicle. Acquisition
device 203 can for example include a monocular video sys-
tem.

In addition, driver assistance system 201 includes a data
processing device 205 that is fashioned to form at least one
motion parameter of the object relative to the vehicle, stan-
dardized to a distance between the vehicle and the object,
based on the video data. Data processing device 205 is in
particular further fashioned to calculate a collision-related
threshold value based on the standardized motion parameter.
In the case of a plurality of standardized motion parameters,
data processing device 205 is in particular correspondingly
fashioned to also form the plurality of standardized motion
parameters and to carry out corresponding calculations.

Moreover, driver assistance system 201 includes a control
unit 207 for carrying out an action as a function of a compari-
son between the threshold value and a collision-related
parameter. For example control unit 207 can control one or
more actuators of the vehicle. In particular, control unit 207
can control one or more setting elements of the vehicle. That
is, in particular, control unit 207 can control corresponding
vehicle systems, such as a steering system, a brake system,
and/or a drive system. That is, in particular, control unit 207
can control a warning signal provision device.

FIG. 3 shows a vehicle 301 including a driver assistance
system 303. Driver assistance system 303 is designed essen-
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tially analogous to driver assistance system 201 as shown in
FIG. 2. As a difference, acquisition device 203 of driver
assistance system 303 of vehicle 301 according to FIG. 3 has
a front camera 305. In a specific embodiment that is not
shown, it can be provided that a rear camera is provided in
addition to or instead of front camera 303. In particular, the
camera, i.e. the front or rear camera, or cameras, i.e. for
example the front camera or the rear camera, can be part of a
mono, stereo, or multi-camera system.

FIG. 4 shows a flow diagram of a further method for oper-
ating a driver assistance system of a vehicle.

According to a step 401, video data are formed that corre-
spond to an object in the environment surrounding the
vehicle. According to a step 403, a scaling value is measured
from the video data, the scaling value corresponding to a
change in size of the object from the video data over a time
interval.

According to a step 405, in addition a measurement error
parameter of the scaling value is determined. According to a
step 407, a Kalman filtering is carried out immediately based
on the measured scaling value, the time interval, and the
measurement error parameter, in order to estimate the stan-
dardized motion parameter, in particular in order to estimate
the plurality of standardized motion parameters.

According to a step 409, in addition a time to collision is
calculated. That is, in particular, a time until collision
between the vehicle and the object is calculated.

According to a step 411, the time to collision threshold
value is compared to the time to collision, and, as a function
of the comparison, an action is carried out according to step
413.

In a specific embodiment that is not shown, it can be pro-
vided that, in addition to or instead of the calculation of the
time to collision threshold value, a braking time is calculated.
In the comparison according to step 411, it is then in particu-
lar provided that the braking time is compared to a defined
reaction time of a driver, and a corresponding action is then
carried out as a function of this comparison.

In sum, therefore, the present invention includes in particu-
lar the idea of calculating standardized motion parameters, in
particular estimating them using a Kalman filtering, and using
these for example to calculate a braking time and/or a time to
collision threshold value. Subsequently, in particular a com-
parison can be provided between the threshold values and
collision-related parameters, and preferably a corresponding
action can be provided that is a function of the comparison.
These standardized motion parameters, such as for example
the standardized relative acceleration and the standardized
relative velocity, can easily and reliably be estimated using
the Kalman filtering. Thus, video data of a monocular video
system can advantageously be used as a basis for these esti-
mations.

Here, in the existing art it is the case that for the calculation
of corresponding threshold values recourse must be had to a
relative acceleration, a relative velocity, and a distance, these
above-named values not being capable of being measured
directly from video data, and thus being capable of being
calculated only with the aid of expensive estimation methods
that have significant uncertainty. In contrast to this, however,
due to the use of' the standardized motion parameters based on
a Kalman filtering, computing outlay is significantly reduced
and the quality of the results is significantly increased. In
particular, in this way real-time use is advantageously
enabled. In addition, it is now possible advantageously to use
video data without the occurrence of disadvantages with
regard to real-time capacity or computing outlay.
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If an intervention of the driver assistance system is to be
carried out, then in the calculations forming the basis the
driver’s reaction time At,, ., can be set to zero, because an
autonomously acting system of this type does not have to wait
on a reaction of the driver.

In a specific embodiment that is not shown, it can be pro-
vided that data of a stereo video system, preferably of a
multi-camera system, are also used. Because it is also pos-
sible to process mono video data out from individual images
of a stereo video system, so that based thereon the above-
named method steps according to the present invention are
carried out, the further stereo data can also be used to form
corresponding threshold values. In particular, an independent
Kalman filtering is carried out relating to the mono video
data, in particular in general a filtering, and the collision-
related threshold values can then in particular be determined
therefrom. These values are then fused with the stereo data in
particular in a common function. Such diversity can advan-
tageously be used in a safeguarding of safety-relevant func-
tions such as automatic emergency brake (AEB) assistance.

What is claimed is:
1. A method for operating a driver assistance system of a
vehicle, comprising:

forming video data that correspond to an object in a sur-
rounding environment of a vehicle;

forming at least one motion parameter of the object relative
to the vehicle, based on the video data, and standardized
to a distance between the vehicle and the object, wherein
a standardized relative acceleration (2) and a standard-
ized relative velocity (V) are formed as standardized
motion parameters;

calculating a collision-related threshold value based on the
standardized motion parameters; and

controlling the driver assistance system to carry out an
action as a function of a comparison between the thresh-
old value and a collision-related parameter, wherein the
carried out action includes at least one of providing a
warning signal and intervening in a vehicle guidance;

wherein the collision-related parameter is a time to colli-
sion and the threshold value is a time to collision thresh-
old value TTC,,,,.,; that is calculated according to the
following mathematical equation:

V+a- Alyeaks

TTCctmvett = Alyeas + ————
(=)

[}

wherein At,,,_, is a specified reaction time of a driver of the
vehicle, and ¢t ... is a specified maximum possible brak-
ing deceleration of the vehicle.

2. The method as recited in claim 1, further comprising:

calculating a further collision-related threshold value

based on object data, differing from the video data, that
correspond to the object in the surrounding environment
of the vehicle, the action being carried out additionally
as a function of the further threshold value.

3. The method as recited in claim 1, further comprising
controlling an intensity of the warning signal as a function of
the comparison.

4. A method for operating a driver assistance system of a
vehicle, comprising:

forming video data that correspond to an object in a sur-

rounding environment of a vehicle;

forming at least one motion parameter of the object relative

to the vehicle, based on the video data, and standardized
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to a distance d between the vehicle and the object,
wherein a standardized relative acceleration (3) and a
standardized relative velocity (¥) are formed as stan-
dardized motion parameters;

calculating a collision-related threshold value based on the
standardized motion parameters; and

controlling the driver assistance system to carry out an
action as a function of a comparison between the thresh-
old value and a collision-related parameter, wherein the
carried out action includes at least one of providing a
warning signal and intervening in a vehicle guidance;

wherein the collision-related parameter is a defined reac-
tion time (At,,;,)of a driver and the threshold value is a
braking time TTB that corresponds to a time duration
from a momentary time up to a time at which the vehicle
has to be braked with a specified deceleration in order to
prevent the collision, the braking time TTM being cal-
culated using the following mathematical equation:

L, a-d
TIB=—-+-_{ (" =-2a)|1- —
a

max

] =

wherein a.,,,, is a specified maximum possible braking
deceleration of the vehicle.

5. A driver assistance system for a vehicle, comprising:

an acquisition device for forming video data that corre-
spond to an object in the surrounding environment of a
vehicle;

a data processing device for forming at least one motion
parameter of the object relative to the vehicle, based on
the video data, and standardized to a distance between
the vehicle and the object, wherein a standardized rela-
tive acceleration (&) and a standardized relative velocity
(V) are formed as standardized motion parameters, and
for calculating a collision-related threshold value based
on the standardized motion parameters; and

a control unit for carrying out an action as a function of a
comparison between the threshold value and a collision-
related parameter, wherein the carried out action
includes at least one of providing a warning signal and
intervening in a vehicle guidance;

wherein the collision-related parameter is a time to colli-
sion and the threshold value is a time to collision thresh-
old value TTC,_,,.,; that is calculated according to the
following mathematical equation:

V+a- Alyeaks

TTCsctaett = Alyeaps + —g—
. (ﬂ _ a)
d

[}

wherein At,, . is a specified reaction time of a driver of the
vehicle, and o, is a specified maximum possible brak-
ing deceleration of the vehicle.

6. A non-transitory computer-readable medium storing a
computer program comprising program code for executing,
when the computer program is executed in the computer, a
method for operating a driver assistance system of a vehicle,
the method comprising:

forming video data that correspond to an object in a sur-

rounding environment of a vehicle;

forming at least one motion parameter of the object relative

to the vehicle, based on the video data, and standardized
to a distance between the vehicle and the object, wherein
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a standardized relative acceleration (2) and a standard-
ized relative velocity (V) are formed as standardized
motion parameters;

calculating a collision-related threshold value based on the
standardized motion parameters; and

controlling the driver assistance system to carry out an
action as a function of a comparison between the thresh-
old value and a collision-related parameter, wherein the
carried out action includes at least one of providing a
warning signal and intervening in a vehicle guidance;

wherein the collision-related parameter is a time to colli-
sion and the threshold value is a time to collision thresh-
old value TTC__,,,.;; that is calculated according to the
following mathematical equation:

TTCschwett = Alyeks +

wherein At,, ., 1s a specified reaction time of a driver of the
vehicle, and o, is a specified maximum possible brak-
ing deceleration of the vehicle.
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